
VEGA

DATASHEET

Type A Ropes
Type A ropes are suitable for general use
in rope access, line rescue and speleology.

Type B Ropes 
Type B ropes are of a lower performance than 
type A ropes, requiring greater care in use.  

Vega meets and exceeds all requirements 
of type A, except the ‘drop test dynamic 
performance’, which is in accordance with type 
B requirements. 

Vega is a UKCA and CE EN1891 certiƂed whilst also being 
ANSI Z133 compliant. The light-weight arborist climbing 
rope, that boasts the lowest elongation currently on the 
market (1.2%). Designed speciƂcally for the new generation of 
mechanical climbing devices and modern climbing techniques. 

The braided polyester core provides extremely low 
elongation which ensures an easier and less exhausting 
climb, whilst the 24 plait polyester jacket gives the 
rope exceptional ƃexibility and handling without 
compromising on durability. 

IDEAL FOR SRT 

CLIMBING 

NOW AVAILABLE IN LIME  



Marlow Ropes Ltd			   Marlow Ropes, Inc.	 	 www.marlowropes.com
Ropemaker Park 			   Cordage Business Park		  UK: +44 (0) 1323 444 444 
Hailsham				    Plymouth 			   sales@marlowropes.com
East Sussex, BN27 3GU			   MA 02360	  		  US: +1 508 830 0444
England				    USA 			   salesusa@marlowropes.com				  
		    

Disclaimer
Marlow Ropes Ltd endeavours to ensure that all products are manufactured to the highest standard, these guidelines are not intended and do not create any 
warranties, express or implied.
Marlow Ropes Ltd expressly disclaims warranties or representations of any kind, express or implied, including the implied warranties of merchantability and Ƃtness 
for a particular purpose.
Marlow Ropes Ltd shall not be liable for any consequential, incidental or contingent damages whatsoever stemming from the use of these guidelines.
Marlow Ropes Ltd has a policy of continual improvement which may result in speciƂcation and colour changes without prior notice. 
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OUR TESTING 
RESULTS

EN 1891 TYPE A 
REQUIREMENTS

EN 1891 TYPE B 
REQUIREMENTS

ANSI Z133 
REQUIREMENT

Diameter (mm) 11.7mm 8.5-16mm 8.5-16mm >11mm

50-150kg elongation (%) 1.2% <5% <5% n/a

Elongation at 540Ibs (%) 2.6% n/a n/a <7%

Shrinkage (%) 0% n/a n/a n/a

Mass Core (g/m) 45.2g/m n/a n/a n/a

Mass Cover (g/m) 55.6g/m n/a n/a n/a

Mass Rope (g/m) 100.9g/m n/a n/a n/a

Av. Static strength ex terminations (kN) 36.8kN 22kN 18kN 24kN

Av. Static strength with wg. 8 loop (kN) 18.9kN 15kN 12kN n/a

Av. Static strength with low prowle eye (kN) 21.2kN 18kN 12kN n/a

Material Polyester

Drop Test 

Fall Factor 1. Falls Fig. 8 loop 10* 5** 5*** n/a

Peak force (kN) wg. 8 loop 5.25kN < 6kN < 6kN n/a

PERFORMANCE

*   Marlow Drop testing results using 80kg weight 

** Drop test type A requires to use 100kg weight 

*** Drop test type B requires to use 80kg weight. 

APPLICATIONS:			   SRT Climbing rope 

MATERIAL	 			 
CORE	 				    Polyester 
COVER 				    24 plait polyester

FEATURES & BENEFITS:		  Light weight
					     Extremely low elongation
					     Ideal for SRT climbing 
					     Durable 
					     Splicable 
	
TEST STANDARD:			   CE EN 1891 TYPE B, ANSI Z133, UKCA 

    CertiƂcation Number 315 

               ISO 9001


